


















































Balance check terminal

•	 Large, easy-to-read screen
•	 Multilingual display (English, French, German and Italian) 
•	 Balance checks

I D - A C C E S S - C A S H L E S S



Balance check terminal

General  :

Very accessible and discreet, this terminal allows anyone to check their card balance and recent transaction history.

Technical details :

•	 5.7” capacitive touchscreen with intuitive interface

•	 12VDC power supply provided

•	 Card technology:  
	 Mifare® (Classic, DESFire Ev1),  
	 Legic® (Prime & Advant)

•	 2 integrated Ethernet ports

•	 DHCP, compatible with DNS servers

•	 Option to update remotely

•	 Operating system: Linux

•	 2 casing colours available:  
	 anthracite grey and light grey

•	 Dimensions (L x H x D): 160 x 160 x 150 mm

•	 Weight: 1.5kg

•	 Fixings/mounting: 
	 Stainless steel panel for table mounting (standard) 
	 Various brackets for wall mounting 
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Counting terminal Smart Base
Simple solution for cashless accounting

•	 Washing machines
•	 Tumble dryers
•	 Solariums
•	 Lighting for sports facilities ( tennis, ... )
•	 Charging stations for electric vehicles
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Counting terminal Smart Base

The Smart Base terminal is the ideal and easy to use solution for cashless counting of washing machines, tumble dryers, 
charging stations for electric vehicles,...

Payment is made directly with the credit loaded on the card. The credit on the card and the price for the use of the machine are 
shown on the screen.

This counting terminal is available in two versions: Smart Base (8 machines) and Smart Base light (4 machines)

Smart Base
(up to 8 machines)
H373 - L350 - D256.5mm
Weight : 13 kg

Smart Base light
(up to 4 machines)
H272 - L355 - D78mm
Weight : 5,5 kg

Technical details :
•	 Power supply 230 VAC
•	 Steel case, powder coated
•	 Technologies : Mifare® Classic and Mifare® 		
	 DESFire EV1 and EV2
•	 Reading distance 2-6 cm depending on technology	
	 and card holder
•	 Port series : 
	 MDB-Interface, Ethernet, USB, RS485 / RS 232
•	 Reader operation : 13,56 MHz
•	 Environmental Conditions :  
	 temperature 
	 10°C to +35°C stockage temperature 
	 -10°C to +60°C relative air humidity  
	 max. 80 %, non-condensable

Requirements :
•	 Power supply 230V
•	 Network TCP / IP Ethernet
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